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LotusLantern APP Manual
1. Software Overview
1.1 Overview

infrared, 4330 be replaced

control way with convenient, powerful an scalable featres.

‘Thraugh this mobile APP, you can not anly controlthe colar, brightness and color temperature of the LED sirps but
alsoset upal Kinds of fancy flash mode ; Alo this
the music. This APP can set and the oper ple, easy to

pattern- [ Speed-

1.2 Features
@ Adjust coor LED strips with 60,000 colors to change color and brightness and adjust monochrome LED strips to

Speed+ __|

Tynohetimiand
flash white hght

Brightness-
Tarn'to the imit anc.

pera
Play music or turn on  sound playback device, you can lt the ight change the color and brightness with the
it of sk, the syt bt

Static single
color, shortcut
button

Press to display
the corresponding

color L. Timed 2 hours
offlights
Timed 1 hours * I White

off lights t>Timed 4 hours

offlights
Timed 3 hours «] . 16 colors
offlights switch
[—>Lock the
remote
Rhythm +—} —Rhythm
12 34

Rhythm 1-2: Single click to switch to 1-2 rhythm mode
Rhythm 3-4: Click to cycle through the 3-4 thythm mode
Code mathing funcio: Wihin 10 seconds af power o, pressthe ock bution on the remote
control, and the g
complete. After is completed, P

conroller is
complted to decode the complex code function

.
1.3 Performance

Lotustantern APP is easy for use as well 35 great compatibe with il inds of smart phones; After the actua test of
undreds of mobile phones verificaton, the compatiblty s above 95% of mobile phones in the market. APP is small
and convenen, It consumes s Systeh resutec, 0 the reurements o he moblleconfiuraton ar ow.Contol
delayis smll,

2. Operating Environment
.

3 Inslruc(luns

3 PP Downlosd

scan the O

103 nd Al s andounloadthe"Ltsanter” 99 by s he O coe.Opn he browser o b
tools with "Scan QR code" function, scan the “LotusLantern’ QR code as belox

3.2 App Operation
(1) Clckon the LotusLanter APP icon,enter the APP page:

(2) Aftr entering the APP inteface, if Buetooth is not enabled, "an application wants to enable the Bluetooth
functon o hs doice” ik [Alow]

(3)_switch to coor and brghtness terface:
Clck o showthe lamp lst_|

Switch the color wheel

Click to display setting view

Lamp switch button

Display the RGB value
Click to manual
adjustment view

Click square icon to
adjust the color

Click to shift the interface

(4) clickto show the lamp lst, view lamp st

Bluetooth auto connect
after search for devices

Status of device connection

Scroll the selection mode

Adjust speed
Adjust brightress

(7)

(8)

[Plavmode |

Music List

(9) Switeh tothe microphane rhythm Intrface:

Switchphone microphone

and extemal microphone.

[ |

‘Change th sensiiy of
MIC t0 matchthe souna

Music rhythm through the
microphone on the product
Enable or disable the
Light-On function

Repeat setting
No selection for once Light-On

Enable or disable the
Light-Off function

Repeat setting
No selection for once Light-Off

Music rhythm through cell
phone microphone

(10)  Switchtothe schedule interface:

Set the time of Light-On

Set the time of Light Off

(1) Switehto the mafy pin sequence interface

Click to save the
new assignment

Change the real color
of this fine

Remove the transparent plastic before use.

Technical parameters:

Working temperature: -20-60°C (4 F*-140 F°)
Power supply voltage: DC5-24V

Output: 3 Loops

Connection mode: Wireless 2.4G

Remote control distance: 8-15 meters
Remote control mode: Wireless control,
remote control signal can pass through the
wall for remote control

The size of remote controller: L120*W49*
H7.5 mm (L4.7"*W1.9 "*H 0.2")

Static power consumption: <0. 5W

Output current: <3A(each circuit)5V <30W
12V<108 24V<21 6W

Install/Replace Battery

1:Remove and immediately recycle or dispose of used batteries according to local
regulations and keep away from children.Do NOT dispose of batteries in household
trash or incinerate.

2:Even used batteries may cause severe injury or death

3:Call a local poison control center for treatment information.

4:Battery type: Button cell(CR2025).

5:Nominal battery voltage: (5-24)V.

6:Non-rechargeable batteries are not to be recharged

7:Do not force discharge, recharge, disassemble, heat above 60 °C or incinerate.
Doing 50 may resultin injury due to venting, leakage or explosion resulting in
chemical burn:

8:Ensure the batteries are installed correctly according to polarity (+ and -

9:Remove and immediately recycle or dispose of batteries from equipment not used
for an extended period of time according to local regulations.

10:Always completely secure the battery compartment If the battery compartment
does not close securely, stop using the product, remove the batteries, and keep
them away from children.

11:D0 not mix old and new batteries, different brands or types of batteries, such as
alkaline, carbon-zinc, or rechargeable batteries.
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FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection againstharmful interference in a residential installation. This equipment generates,
uses and can radiateradio frequency energy and, if not installed and used in accordance with
the instructions, maycause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmfulinterference to radio or television reception, which can be
determined by turning the equipmentoff and on, the user is encouraged to try to correct the
interference by one or more of thefollowing measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator and your body.
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