Copy: Addanewchanneltocontrolmotor, (Noneedtotouchmotor):

Motorresponse:

Motorresponse:
rotate back and forth once. P

rotate back and forth once.

(Btransmitter)

Select—=

Company reserves the right to change product design and specifications without prior notice then, photos are for reference only. H12291 A/1 T T
A ,\Atransmmer‘ '\Atransmitter:

1. Selectthechannelthat 2. Press&Hold [Code] buttonon 3. Within 10s after motor stops,

E PrOdUCt introduction will be copied; transmitter about 10s paironthe newchanne;
P e o & Resetmotordirection, Suchas:beforereset, presstransmitterupbutton, blindsrundown. Afterreset, presstransmitter
Il channel 1 channel - up button, blindsrunup.
SET @ Indicator light Indicator light
. = Motorresponse: Motor response:
Power wire « Leftinching —| =  ~ |~ UpKey oy Upkey — rotate back and forth once. rotate back and forth once.
Return button —ff- & 1l —— Stop Key — —{— Stop Key = |:> |:> = 1—Stop |:>
Front Rig htinching [ » v ——Down Key ~ —{— Down Key Select ~ - set <
—- Channel Key —{I- « » —fi— Channel Key {>—1— Channel Key
1. Selectthechannelthat 2. Press&Hold [Set] button 3. Within 10s after motor stops,
will be reset direction; ontransmitterabout10s; press [Stop] buttonabout5s;
Adjusting Limits: Whenyou press [Up] or [Down] button, theblindswill move up or down and stop automatically at the appointed position.
Side . .
Al13-6 channeldimmingup Al13-6 channel transmitter Motor response:

Motorresponse:

down transmitter - return
rotate back and forth once.

rotate back and
forth once.

& [ S [Down) [T >

Now you can start
to adjust limits

[Up]

= 41— button Confirm direction -
Transmitter operating instructions e pow  EEE g [ — >

(*Take A13-6 button transmitter as ai example,For other transmitters,please refer to the corresponding transmitter manual.)

If direction is not logical, please

Pairing transmitter and motor: Repeatthecode pairingstepto eliminate the currentcode. One motor can store up to 5 channels, adding a new channel re‘."setdire‘ction‘acgofding
will only cover the first channel. Reset direction” steps.
1. Pressup button, blindsup. 2. Selectthechannelthat 3. Press&Hold [Set] buttonon4. Within 10s after motor stops,
Press down button, blinds down; will be used to adjust limits; transmitter about 10s; press [Down] buttonabout5s;

Motor response:
rotate back and forth once.

code—

Motorresponse: Press stop b
p button
rotate backand forth once. when blindsis near Motor response:

|:> Adjustup limit the appointed position. rotate back Adjust down limit
A —4—Up A — 1—Up ~
o > s D —sop I > [ g

>

Select——F

o —Down
Confirm thatblinds stops [~ Save up limit
atthe up limit position
. 3. Within 10s after motor stops, —
L t?]ilte\zt”tlréicphaaipé\g.l 2. Press [Set] button on motor; press [Code] button; 5. Within 10s press [Up] 6. Press [Up/Down] buttonto. 7. Press&hold [Stop +Up] 8. Within 10s press [Down]
’ button to adjust up limit; move blinds, and then stop blinds ~ about 1stosave up limit; button to adjust down limit ;

Clear pairing | Clearall pairing on the motor:
Press stop button when .
blinds is near the Motor response:
Motor response: Motor response: appointed position. rotate back
rotate back and forth twice. rotate back and forth once. ~ ~
o —stop [N > o —stop [ >
- “4—Down
|:> |:> < Confirm that blinds stops < save down limit
atthe down limit position
1. Press&Hold [Set] ' 2. Press [Set] buttonon motoragain; 9. Press [Up/Down] button to move 10. Press&hold [Stop +Down]
button on motorabout 10s; blinds, and then stop blinds at the about 1s to save down limit;

appointed position;
Default is continuous moving. After switching to inching moving, press & hold [Up] or [Down]

Inching / Continuous moving interchange: button about 2s, motor will continuously moves:
2 Y Adjust the third limit: Repeat the operation once to eliminate the third limit:

Press [up/down] button to
move blinds, and then stop
blinds atthe appointed position

B - 5 Affstop
= TV = e — =

Motorresponse: Motorresponse:
rotate back and forth once. U rotate back and forth once.
Z p

By — -

Up limit position

Third limit position

Motor response:
rotate back and forth

@ once.
set [0

Select——/' - :

<

1. Selectthe channel that 2. Press&Hold [Set] buttonon 3. Within 10s after motor stops, Down limit position 1. Selectthe channelthat 2. Blinds moves to the 3. Press&Hold [Set] buttonon
will beinterchanged; transmitter about 10s; press [Up] buttonabout5s; will be used to adjust limits; third limit position; transmitter aboat 10
Speed setting: two-speed can be adjusted, the first speed is 23r/min, 3E/4E interchange: Only suitable for 12V short motor, e N s ST
the second speed is 28r/min, the first speed is defaulted before leaving the factory The factory default is 4E mode, and the repeated operation is to Motor response: Motor response:
Rotate back and forth once Rotate back and forth once

switch between 3E/4E:

A Stop @ Set the third limit between up and down limit, as the half
Motor response: © |:> CH |:> osition of blinds;
Motor response: . rotate back and forth once ___J—Down I P ’
rotate back and forth three times - Now you can start - Successful to adjust @ Resetup and down limit, or repeat third limit setting steps
: I:l; |::: to adjust limits the third limits will eliminate the third limit;

3 Press & Hold [stop] button about 3s;

4. Within 10s after motor stops, 5. Within 10s after motor stops,

1. Press&Hold [Set] buttononmotorabout15s; 1. The motoris powered off 2. Turnonthe power press [Down] buttonabout5s; press [Stop] button about5s;

and press the [SET]
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Reset Wi-Fi:

Motor response:

1. Press&Hold [Set] button

Configure network method:

GJ Add Device

Learn abou E Create Scene
¢ DIY homep

Don't show agai

3 Add Quick Toggle Card

A
- 3 Scan

“,»

01.0penTuyaApp, click “+
click “Add Device”

Add Device
1 device(s) being added

Venetian blind

Being added

04.Waiting for connecting.

rotate back and forth once.

Motor rotate back and forth

Add Device

Searching for nearby devices. Make sure your device
has entered pairing mode

Venetian blind

ill be added automatically. Cancel (18)

Add Manually
Electrical Socket

Lighting
' 1
- -

Sensors Plug Socket
(BLE+Wi-Fi) (Wi-Fi)

Large

Home

Appliances

Small Home

02.Waiting for device search

Add Device

1 device(s) added successfully

Venetian blind

Added successfully

0 device(s) being added

05.After added successfully, click “done”

Enter Wi-Fi Information

Choose Wi-Fi and enter password

= hkkkkk*k Select Wi-Fi

O xxkkkkkk

03.Input Wi-Fi name and password,
thenclick “next”

- @

Left dimming 90 ° dimming Right dimming

06.0peration interface

FCC WARNING

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

To maintain compliance with FCC” s RF Exposure guidelines, This equipment should be
installed and operated with minimum distance between 20cm the radiator your body: Use
only the supplied antenna.
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