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LED Pod Light

Thank you for purchasing the Wolfbox NomadPixel 5 LED Pod
Light. To ensure correct installation and safe operation, please
read this manual carefully after unpacking. Proper adherence to
these instructions will guarantee the safety and reliability of the
lighting system.

Product Structure & Features

* Innovative Design: Features a unique and modern structure
designed for easy installation and quick replacement.

* Durable Housing: The body is made of high-quality die-cast
aluminum alloy with an electrostatic spray-coated surface.
Thermostatic curing ensures excellent coating adhesion.

* Premium Lens: Equipped with PC (Polycarbonate) lenses
featuring anti-UV and hard-coating technology for enhanced
durability and stable optical performance.

* Heavy-Duty Bracket: A unique mounting structure provides
heavy-duty shock resistance. The adjustable bracket allows for
flexible, convenient, and reliable angle positioning.

* Superior Protection: Engineered with excellent waterproof and
dustproof capabilities (IP rating performance).

 High-Performance LEDs: Powered by LEDs featuring high-
luminous efficiency, high lumen output, and a long lifespan.
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Applications

Suitable for cars, engineering vehicles, off-road vehicles,
excavators, agricultural machinery lighting, ATV/UTV lights, marine
indicator lights, yacht lights, heavy truck lighting, etc.

Product Model and Parameters

Model
Operating
Voltage

LED Quantity

Raw Lumens

Illumination
Distance

NomadPixel 5

12-16V DC

Equipped with an
84-pixel matrix LED
module and 6PCS

Cree XPG4-HI LEDs.

8850LM

1 lux @ 275m

164.9 mm

147.99 mm

Beam Pattern

Operating
Temperature

Materials

LED Color

Temperature

IP Rating

163 mm

Driving

-40°C to 65°C

ADC12 die-cast
aluminum housing,
PC lens, Stainless
steel bracket.

6400K

IP69K

ST~ 2
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Package Contents

» Wiring Harness
(Dual-output)

=i =)
=1l h=
=
+ Lens Cover (2PCS » U-shaped Bracket Kit + Mé Hex Key * 1
Amber & 2PCS Black) M8 Hex Key * 1
* Gloves *1 + User Manual « Electrical Connection

Diagram
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Installation & Maintenance

1. Preparation: Organize all included hardware and components
before beginning.

2. Pre-Installation Test: Test the light functionality before
mounting terminal.

3. Disassemble Hardware: Remove the hex nuts, spring washers,
and flat washers from the mounting bolts.

4. Mounting: Insert the mounting bolt through the pre-drilled
hole on your vehicle. Reinstall the flat washer, spring washer,
and hex nut (in that order), then tighten securely.

* Rotate clockwise to tighten
the nut, spring washer, and
flat washer.

@ Anti-vibration Rubber Pad

© Mounting Surface (User-
Supplied, 11mm Hole Required)

@ Flat Washer
® Spring Washer

G Nut

5. Wiring: For safety, remove the in-line fuse before beginning the
wiring process. Then, connect the light's power cable to your
vehicle’s power source using the provided DT connectors.

6. Final Check: Ensure the unit is firmly mounted and angled
correctly. Re-install the fuse and power on for use.

5
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App User Guide
App Download

1. Scan the QR code below to download
the WOLFBOX app on your phone.

2. After downloading, open WOLFBOX
and register / log in if necessary. APP Download

Bluetooth Connection

Open the app & tap "+

@ Open the WOLFBOX app. On the
Home page tap the orange “+”
button (or the “+” in the top-right
corner) to add a new device .

@ The bottom navigation bar contains
three tabs: Home, Downloads, and
Profile.

Before you start:

1. Make sure the pixel light is correctly
wired and powered ON.

2. Turn on your phone's Bluetooth and
keep the phone near the light.
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Choose “Bluetooth Device”
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@ On the Add Device page, choose the
connection type. The Pixel Off-Road
Light connects via Bluetooth, so tap
Bluetooth Device to continue.

@ The app shows “Searching device...”
and automatically scans for nearby
lights via Bluetooth. At this point,
please confirm the offroad light is
powered ON and keep your phone
close to the vehicle.
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Binding Device
Connect the light
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@ When the light is found, it appears
as WOLFBOX NOMADPIXEL 5
XXXXXX. Tap the orange Connect
button to pair it.

Note:

If the device does not appear, tap the
refresh icon in the top-right corner,
and confirm the light is powered and
within range.

After a successful connection, the
5-Inch Pixel Off-Road Light appears
as a device card on the Home

page, showing the Bluetooth name
WOLFBOX NOMADPIXEL 5 XXXXXX.
Tap the card to enter the control page.
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Information Editing

Open the device menu
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@ On the Home page, tap the “...” icon in the top-right corner of
the device card. A menu pops up:

- Edit - rename the device.
+ Delete — remove/unbind this light.
« Cancel - close the menu.

@ On the Edit page, tap the Name field, enter a custom name,
then tap the 4 in the top-right corner to save.


https://manualsfile.com

Device Control Page

Main control page

(e s ) @ Tap the device card to open the
et enliiad control page. It has two main
buttons and a startup-animation

section:

+ Light (sun icon) - the master ON/
OFF switch for the off-road light.
FE—— —@ Highlighted = ON (illuminated);

o i not highlighted = OFF.
- b - Projection (screen icon) - tap to
i «©|-@ enter Projection Mode.

& Fiom e sides e
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@ Startup Animation: use the toggle on the right to turn the
startup animation ON/OFF. Below it are three animation styles:

- From the sides to the center: Pixels light up inward from both
sides.

- From bottom to top: Pixels light up from the bottom row
upward.

+ From top to bottom: Pixels light up from the top row
downward.

Note:

The startup animation plays when the light's physical switch is
turned OFF and then ON again.

10
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Projection Mode Overview
The projection page

Tap Projection to enter. The pixel matrix at the top previews what
the light will project. Key controls:

@ Light A/Light B tabs - configure each of the two lights
separately.

@ Edit Projection — Template (presets), Text (custom text),
Custom (draw pixel by pixel).

(3] Projection Mode - Static, Scrolling, Flicker.
@ Scrolling Mode - speed for Scrolling/Flicker (3 levels).
@ Brightness — 40%/60%/80%/100%.

Bottom bar:

O Exit (red square, bottom-left) - exit Projection Mode.

@ Send (center) - send the settings above to the light and start
projecting.

© Reset (circular arrow, bottom-right) — clear the current content.

1
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Choose Projection Content

Template

Pick a preset template

Tap Template to open the picker. It has two tabs - PRESET and
SAVED. Under PRESET you can choose from built-in Graphics
(Heart, Chessboard, Wave, Fence...) and ready-made Text (Hello
World, LOVE...). Tap one to select it, then confirm with the 4/ in
the top-right corner.

Preview the template

After confirming, the chosen pattern appears in the preview
matrix at the top of the Projection page. You can then set its
mode, speed and brightness, or tap Send to project it.

12
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* Enter custom text
Tap Text to open the text editor. Type your content following the
on-screen rule.

» Text example

Enter your text and confirm with the 4. The text is converted
into the pixel preview at the top. Combine it with Scrolling
mode to make the message scroll across the light.

Input rules:

+ Allowed: uppercase letters (A-Z), numbers (0-9), special
characters () + - and spaces.

» Length limit: 30 or fewer (M/W each count as 1.5 characters).

13
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Custom

* Draw your own pattern

Tap Custom to open Custom Projection. The screen rotates to
landscape and shows the full pixel grid. Tap any pixel to toggle
it ON (lit) or OFF.

+ Clean - clear the whole grid and start over.
+ Confirm - confirm and apply the pattern.

Custom Projection

* Confirm the custom pattern
Once your pixel design looks right, tap Confirm. The app returns
to the Projection page with your custom pattern loaded into the
preview, ready to send.

14
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Projection Mode, Speed & Brightness

@ Choose how the content is displayed:
- Static: The pattern stays fixed and steady.

« Scrolling: The content scrolls horizontally — ideal for text
messages.

* Flicker: The content flashes/blinks on and off.
@ Scrolling Mode sets the scroll/flash speed at three levels -

Low, Medium, High. Brightness can be set to 40%, 60%, 80% or
100%. Adjust both to suit day or night driving.

Note:

Scrolling Mode (speed): When scrolling or Flicker is selected, the
Scrolling Mode options switch from greyed-out to selectable,
offering three levels: Low/Medium/High. In Static mode they stay
greyed out.

15
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Save & Send

Save a custom pattern as a template

After creating a new custom pattern, a
Save button appears below the preview
matrix. Tap it to save the pattern as a
reusable template.

Name the template

In the Save Template dialog, enter a
Template name for quick searching

later, then tap Confirm (or Cancel to
discard). : s mgtase
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Find your saved templates

Saved patterns are stored under the
SAVED tab in the Template picker. Tap
a saved template to reuse it, or tap the
trash icon to delete it.

Exit & Keep Projecting
Back arrow - keep or stop

Tap the < back arrow in the top-left of
the Projection page. A dialog asks “Do
you want to keep projecting?”
* Keep - return to the control page
but keep projecting. The Projection
button stays highlighted.

+ Stop - stop projecting and return to
normal driving illumination.

17
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Projection stays active

If you chose Keep, the light continues
projecting and the Projection button on
the control page remains highlighted,
so you can tell at a glance that
projection is running.

Exit projection directly

Alternatively, tap the Exit button (red
square, bottom-left of the Projection
page) to exit Projection Mode directly.

18
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Notes & FAQ

Connection failed?

+ Confirm the light is powered ON and your phone Bluetooth is
on.

- Stay within range (stand near the vehicle) and refresh the
search.

- If it was bound to another phone, disconnect there first — one
light connects to one phone at a time.

Good to know

Light A and Light B are set separately — switch tabs at the top
of the Projection page to configure each light.

Always tap Send after editing — settings only take effect on the
light once sent.

Text supports uppercase A-Z, 0-9, () + - and spaces, up to 30
characters (M/W =1.5 each).

Use Scrolling for moving text and Custom to draw your own
pixel art; save favorites under SAVED.

The startup animation only plays after the light is turned OFF
and ON again via its physical switch.

19
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Precautions for Use

+ Preparation: Before installation, please ensure that the vehicle
has reserved mounting holes and compatible brackets.

* Inspection & Support: If you discover any damage to the
housing or lens after unpacking, or if the light fails to illuminate
during pre-installation testing, please contact us immediately
for after-sales service or replacement.

« Electrical Safety: If water ingress is detected within the light
body, do not power it on to avoid potential personal injury.

- Driving Safety: This product is designed as an auxiliary off-
road spotlight. Please do not use it on public city roads to
avoid impairing the vision of other drivers. Always use lighting
responsibly and practice safe, civilized driving.

20
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Customer Service Center

If you have any problems with the function or installation, please
contact us with any questions.

Help Center Installation Video

®00 DB

For more information:
& gears@wolfbox.com @ wwwwolfbox.com
& https://gearswolfbox.com/pages/contact-us

21
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Dare to Go Everywhere®

Check us out here!
Product and service are the foundation of Wolfbox.

Email: gears@wolfbox.com

Phone: +1(888) 432-7508

wwwwolfbox.com
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FCC Caution.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement:
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20 cm

between the radiator & your body.


https://manualsfile.com

